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3"Ø SCHEDULE 40 GALV.

STEEL PIPE DOWNSPOUT

24 GA.

PREFINISHED

METAL GUTTER

1/4" THICK HARD

NEOPRENE SPACER AT

EACH STAINLESS STEEL

GUTTER BRACKET

CONT. 24 GA. PREFINISHED

GALV. SHEET METAL FLASHING -

FASTEN WITH #12 PANCAKE

HEAD TEK SCREWS @ 8" O.C.

CONTINUOUS CLEAT FASTENED

W/ S.S. #12 PANCAKE HEAD

TEK SCREWS @ 8" O.C.

STAGGERED

METAL DECK - S.S.D.

16 GA. GALV. STEEL ANGLE CLOSURE

4 X 6 P.T. WOOD BLOCKING - HEIGHT

AS REQ'D TO ALIGN T.O. WOOD

BLOCKING W/ T.O. COVER BOARD

ATTACH W/ 3/8" Ø CTSK. MACHINE

BOLTS @ 48" O.C. - 9" FROM ENDS -

TYP.

EXTEND SINGLE-PLY TPO

REINFORCED MEMBRANE DOWN

F.O. P.T. WOOD BLOCKING - ATTACH

W/ MFGR. FASTENER & SEAM

FASTENER PLATE @ 12" O.C. MAX.

ROOF

ASSEMBLY PER PLAN

REINFORCED MEMBRANE

SINGLE-PLY TPO COVER

STRIP WITH PRIMER

SELF ADHERED

SELF

ADHERED

CONT. 16 GA. GALV. STEEL

ANGLE CLOSURE PROFILE -

WELDED TO METAL DECK

24 GA. PREFINISHED

SHEET METAL FASCIA

STEEL FASCIA - S.S.D.

1/16"

SLOPE 3/8"/FT.

METAL SOFFIT JAMB TRIM -

ATTACH TO STEEL BEAM W/

(1) HILTI EDS LOW VELOCITY

POWER DRIVEN FASTENER @

16" O.C. MAX. - TYP.

12"W X 0.032"THK. VENTED METAL SOFFIT

PANEL SYSTEM - FIRST 12" PANEL

ADJACENT TO BUILDING TO BE VENTED

[10% MIN. OPEN AREA] - ATTACH W/

#10-12 X 1" STAINLESS STEEL S.M.S. @

EACH SOFFIT JOIST - 16" O.C. MAX. -

TYP.

CONTINUOUS CLEAT FASTENED TO

STEEL BEAM W/ TEKS3 OR TEKS5

CONCEALER

@ 16" O.C. MAX. - TYP.

#44-1/8" S.S.

PREPAINTED

POP RIVET @

12" O.C. MAX.

1/16"

2" WIDE X 16 GA.

STAINLESS ALUMINUM

GUTTER SPACER AT 16"

O.C. - FASTEN W/ #10 S.S.

PANCAKE HEAD TEK

SCREWS - TYP

2" WIDE X 16 GA.

PRE-FINISHED ALUMINUM GUTTER

BRACKET @ 24" O.C MAX.

- FASTEN W/ (2) #12 S.S.

PANCAKE HEAD TEK

SCREWS - TYP.

#44-1/8" S.S. PREPAINTED POP

RIVET @ 12" O.C. MAX. - TYP.
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4" METAL JOIST FRAMING

@ 16" O.C. MAX. - TYP.

CONT. 24 GA. PREFINISHED

GALV. SHEET METAL FLASHING

METAL DECK - S.S.D.

CONTINUOUS CLEAT

16 GA. GALV. STEEL

ANGLE CLOSURE

4 X 6 P.T. WOOD

BLOCKING  - TYP.

EXTEND SINGLE-PLY TPO

REINFORCED MEMBRANE DOWN

F.O. P.T. WOOD BLOCKING

SINGLE-PLY TPO ROOF

ASSEMBLY PER PLAN

REINFORCED MEMBRANE

COVER

STRIP WITH PRIMER

SELF ADHERED

SELF ADHERED

CONT. 16 GA. GALV. STEEL

ANGLE CLOSURE PROFILE -

WELDED TO METAL DECK

PREFINISHED GALV.

SHEET METAL FASCIA

STEEL FASCIA - S.S.D.

2X P.T. WOOD NAILER - HEIGHT AS REQ'D TO

ALIGN T.O. WOOD BLOCKING W/ T.O. COVER

BOARD - TYP.

METAL SOFFIT JAMB TRIM

- TYP.

12"W X 0.032"THK. VENTED METAL

SOFFIT PANEL SYSTEM - FIRST 12"

PANEL ADJACENT TO BUILDING TO BE

VENTED [10% MIN. OPEN AREA] - TYP.

CONTINUOUS CLEAT

- TYP.

80 LB. MINERAL

SURFACED CAP SHEET

3 PLIES 40 LB. TYPE 6

ROOFING FELT, FULLY

SET IN ASPHALT

METAL DECK

1/2" COVER BOARD

1" RIGID FOAM INSULTION.

STAGGER ALL JOINTS.

ATTACH WITH INSULATION
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KEYNOTES

1. ROOFING ASSEMBLY, SEE DETAIL 4/A-005

2. HSS COLUMN, SEE STRUCTURAL DRAWINGS

3. DOWNSPOUT, SEE DETAIL 6/A-005

4. RE-STRIPE EXISTING PARKING STRIPING

5. NEW CONCRETE PAVING

6. NEW LANDSCAPE

7. NEW CONCRETE CURB

1

(E) ENLARGED SITE PLAN

1/8" = 1'-0"

 3" = 1'-0"

2

TYP.  ROOF EAVE/GUTTER @ CANOPY

 3" = 1'-0"

3

TYP.  ROOF RAKE @ CANOPY

 3" = 1'-0"

4

ROOFING ASSEMBLY @ CANOPY

5

LEADER PIPE & DOWNSPOUT

NTS

SCALE

DOWNSPOUT ANCHORAGE

6

7

SEISMIC JOINT COVER

3" = 1'-0"


